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1. EXCEPT WHERE NOTED, ALL STORM SEWER PIPE SHALL BE 

REINFORCED CONCRETE, CLASS III AND SHALL CONFORM TO 

REQUIREMENTS OF ASTM C76.  ALL RCP SHALL HAVE RUBBER 

GASKETED JOINTS AND SHALL CONFORM TO REQUIREMENTS OF ASTM 

C443, AND SHALL PROVIDE WATERTIGHT PERFORMANCE 

CHARACTERISTICS. 

 

2. TONGUE AND GROOVE JOINTS SHALL NOT BE ALLOWED. 

 

3. THE MINIMUM COVERAGE FOR ALL STORM DRAINAGE PIPES SHALL BE 

1.5 FEET FOR CLASS III PIPE AND 1 FOOT FOR CLASS IV PIPE. 

 

4. BEDDING MATERIAL SHALL CONFORM TO TOWN OF ERIE STANDARDS 

AND SPECIFICATIONS. 

 

5. ALL MANHOLES SHALL BE CONCRETE AND CONFORM TO CDOT 

STANDARD M-604-20. 

 

6. THE MINIMUM MANHOLE DIAMETER SHALL BE AS SPECIFIED BELOW:  

 

  PIPE DIAMETER    MANHOLE SIZE 

  15" TO 18"     4' DIAMETER 

  21" TO 42"     5' DIAMETER 

  48" TO 54"     6' DIAMETER 

  60" AND LARGER    BOX BASE MANHOLE 

 

7. ALL STREET INLETS SHALL BE CURB OPENING TYPE R CONFORMING 

TO CDOT STANDARD M-604-12, EXCEPT WHERE OTHERWISE NOTED. 

 

8. ALL INLET ACCESS COVERS SHALL HAVE THE WORDS “NO DUMPING – 

DRAINS TO RIVERS” AND “STORM SEWER” CAST INTO THE COVER PER 

TOWN OF ERIE STANDARD DETAIL. 

 

9. ALL END SECTIONS SHALL CONFORM TO CDOT STANDARD M-603-10. 

 

10. WHERE RIPRAP OR GROUTED BOULDERS ARE CALLED FOR ON THE 

PLANS FOR EROSION CONTROL, IT SHALL CONFORM TO THE URBAN 

STORM DRAINAGE CRITERIA MANUAL SPECIFICATIONS (LATEST 

REVISION).  

 

 


